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HOLDING 5TRDNG 

SINCE 1941 


Wilton® is committed to being a supplier you can depend on for the 
epitome of quality, innovation and service. This isn't just a statement 
to make us sound good—it's a reality that has been ongoing since we 
introduced the first Wilton vise in 1941. 


With Wilton tools being used by manufacturing professionals in plants 
and machine shops across the United States, we knew we could bring the 
same quality and reliability to another very important customer - you. 
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SPARK-DUTY' 


>>PRESSURE RATING (lbs) « 



1k-4.8k 


A: 6"- 48" Capacity: Fit a Wide Variety of Applications. 
Perfect for Where Extreme Throat Depth 
is Necessary 


B: Forged Sliding Arm: Designed For Quick Clamping 
For Greater Efficiency and Reduced Setup Time 


C: PERMA-PADS®: Pad Tilts Up to 36° with Ball Joint 
For Firm Gripping Action on Angular Surfaces 


D: Replaceable Parts: Hex Nut Design Makes 
Replacing PERMA-PADS® and Spindles Easy 

E: Sturdy Tommy Bar: Copper Plated Sliding Pin 
T-Handle Engineered for Durability With Rounded 
Ends For Comfort 










COPPER P1AIED 

SPARK-DUTY' 


>>PRESSURE RATING (lbs) << 


1 k-4.8k 


L - C L A M P S 



• 6"- 48" Capacity 

• Forged Sliding Arm 

• PERMA-PADS® 

• Copper Plated 

• Replaceable Parts 

• Sturdy Tommy Bar 

• WILTON-GRIP® 

• Acme Rolled Spindle 


• Fabrication 

• Welding 

• Repetitive Clamping 


PRIMARY USES 


COMMON FEATURES 


SPARK-DUTY" 
COPPER PLATED 

A: 6 M - 48" Capacity 

Fit a Wide Variety of 
Applications With Generous 
Throat Depth 

B: Copper Plated 

Spindles and PERMA-PADS® 
are Copper Plated to Provide 
Resistance to Welding 
Splatter and Corrosion 


SPECIFICATIONS 

Stock No. 

Model 

Nominal Opening 

Capacity (In.) 

Throat Depth (In.) 

Nominal Rail 

Size (In.) 

Clamp Pressure 
(Lbs.) 

Nominal Spindle 
Diameter (Lbs.) 

Ship Wt 
(Lbs.) 

LIGHT-DUTY L-CLAMPS WITH WILTON-GRIP® HANDLES 1 

63249 

6306B 

6 

3 

5/8x5/16 

1000 

9/16 

2 

63250 

6308B 

8 

4 

3/4 x 3/8 

1000 

5/8 

2 

63251 

6310B 

10 

4-3/4 

7/8x7/16 

1500 

5/8 

3 

63252 

6312B 

12 

5-1/2 

1 x 15/32 

1600 

3/4 

4 

63253 

6316B 

16 

4-3/4 

1 x 15/32 

1600 

3/4 

5 

63254 

6320B 

20 

4-3/4 

1 x 15/32 

1600 

3/4 

5 

63255 

6324B 

24 

4-3/4 

1 x 15/32 

1600 

3/4 

6 

63256 

6332B 

32 

4-3/4 

1-11/16 x 1/2 

2000 

3/4 

7 

63257 

6340 B 

40 

4-3/4 

1-11/16 x 1/2 

2000 

3/4 

8 

63258 

6348B 

48 

4-3/4 

1-11/16 x 1/2 

2000 

3/4 

9 

REGULAR-DUTY L-CLAMPS WITH WILTON-GRIP® HANDLES 

63259 

6410B 

10 

4-3/4 

1-3/16x9/16 

2600 

3/4 

7 

63260 

6412B 

12 

5-1/2 

1-3/16x9/16 

2600 

3/4 

7 

63261 

6416B 

16 

4-3/4 

1-3/16x9/16 

2600 

3/4 

8 

63262 

6420B 

20 

5-1/2 

1-3/16x9/16 

2600 

3/4 

9 

63263 

6432 B 

32 

4-3/4 

1-3/16x9/16 

2600 

3/4 

10 

63264 

6440 B 

40 

4-3/4 

1-3/16x9/16 

2600 

3/4 

12 

HEAVY-DUTY L-CLAMPS i 

63267 

6512B 

12 

7 

1-9/16x3/4 

4800 

7/8 

12 

63268 

6516B 

16 

7 

1-9/16x3/4 

4800 

7/8 

14 

63269 

6520B 

20 

7 

1-9/16x3/4 

4800 

7/8 

15 

63270 

6524B 

24 

7 

1-9/16x3/4 

4800 

7/8 

16 

63271 

6532B 

32 

7 

1-9/16x3/4 

4800 

7/8 

18 

63272 

6540B 

40 

7 

1-9/16x3/4 

4800 

7/8 

21 

63273 

6548B 

48 

7 

1-9/16x3/4 

4800 

7/8 

24 


Spark-Duty™ Copper Plated L-Clamps 



































REPLACEMENT PARTS 



Plain Pad 

Serrated Pad 

V-Pad 

Nut 

Joint with Spring Pin 

Spindle and T-Handle with 

Stock No. 

Model 

Stock No. 

Stock No. 

Stock No. 

Stock No. 

Stock No. 

Spring Pin Stock No. 

LIGHT-DUTY L-CLAMPS WITH WILTON-GRIP® HANDLES i 

63249 

6306B 

N/A 

N/A 

N/A 

N/A 

N/A 

N/A 

63250 

6308B 

2909100 

2909200 

2909300 

1701700 

1701500 

1701600 

63251 

6310B 

2909100 

2909200 

2909300 

1701700 

1701500 

1701600 

63252 

6312B 

2909101 

2909201 

2909301 

1701701 

1701501 

1701601 

63253 

6316B 

2909101 

2909201 

2909301 

1701701 

1701501 

1701601 

63254 

6320B 

2909101 

2909201 

2909301 

1701701 

1701501 

1701601 

63255 

6324B 

2909101 

2909201 

2909301 

1701701 

1701501 

1701601 

63256 

6332B 

2909101 

2909201 

2909301 

1701701 

1701501 

1701601 

63257 

6340 B 

2909101 

2909201 

2909301 

1701701 

1701501 

1701601 

63258 

6348 B 

2909101 

2909201 

2909301 

1701701 

1701501 

1701601 

REGULAR-DUTY L-CLAMPS WITH WILTON-GRIP® HANDLES | 

63259 

6410B 

2909102 

2909202 

2909302 

1701702 

1701502 

1701602 

63260 

6412B 

2909102 

2909202 

2909302 

1701702 

1701502 

1701602 

63261 

6416B 

2909102 

2909202 

2909302 

1701702 

1701502 

1701602 

63262 

6420B 

2909102 

2909202 

2909302 

1701702 

1701502 

1701602 

63263 

6432B 

2909102 

2909202 

2909302 

1701702 

1701502 

1701602 

63264 

6440 B 

2909102 

2909202 

2909302 

1701702 

1701502 

1701602 

HEAVY-DUTY L-CLAMPS 

63267 

6512B 

2909102 

2909202 

2909302 

1701702 

1701502 

1701603 

63268 

6516B 

2909102 

2909202 

2909302 

1701702 

1701502 

1701603 

63269 

6520B 

2909102 

2909202 

2909302 

1701702 

1701502 

1701603 

63270 

6524B 

2909102 

2909202 

2909302 

1701702 

1701502 

1701603 

63271 

6532B 

2909102 

2909202 

2909302 

1701702 

1701502 

1701603 

63272 

6540B 

2909102 

2909202 

2909302 

1701702 

1701502 

1701603 

63273 

6548B 

2909102 

2909202 

2909302 

1701702 

1701502 

1701603 


Spark-Duty™ Copper Plated L-Clamps 






































SPARK-DUTY' 


>>PRESSURE RATING (lbs) << 


-CLAMPS 


PRIMARY USES 


1.5k-2.6k 



• Fabrication 
•Welding 

• Repetitive Clamping 


• 6"- 24" Capacity 

• Forged Sliding Arm 

• Oscillating Head 

• Black Oxide Coating 

• Sturdy Tommy Bar 


SPARK-DUTY" L-CLAMPS 

A: 6 M - 24" Capacity 

Fit a Wide Variety of 
Applications With Generous 
Throat Depth 

B: Black Oxide Coating: 

Spindles are treated to 
Resist Corrosion 


COMMON FEATURES 


SPECIFICATIONS 



Nominal Opening 


Nominal Rail Size 


Nominal Spindle 

Ship Wt 

Stock No. 

Model 

Capacity (In.) 

Throat Depth (In.) 

(In.) 

Clamp Pressure (Lbs.) 

Diameter (Lbs.) 

(Lbs.) 

SPARK-DUTY L-CLAMPS 

63056 

606 

6 

4-3/4 

7/8x7/16 

1500 

1/2 

2 

63057 

608 

8 

4-3/4 

7/8x7/16 

1500 

5/8 

2 

63058 

610 

10 

4-3/4 

1-3/16x9/16 

2600 

5/8 

3 

63059 

612 

12 

4-3/4 

1-3/16x9/16 

2600 

3/4 

4 

63191 

616 

16 

4-3/4 

1-3/16x9/16 

2600 

3/4 

5 

63192 

620 

20 

4-3/4 

1-3/16x9/16 

2600 

3/4 

5 

63193 

624 

24 

4-3/4 

1-3/16x9/16 

2600 

3/4 
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Spark-Duly™ L-Clamps 




















WELDERS SHOE CLAMP SYSTEM 

Extra Reach Over Conventional Clamps, 
Can be Located Anywhere On a Fixture, 
Table or Fabricating Space 

A: Easy Loading and Unloading 

Clamps slides easily in and 
out of shoe 

B: Bolt or Weld On Shoe: 

Stays in place while clamps are 
used in other set ups 



Copper Plated: 

Spindles and pads are copper 
plated to provide resistance to 
welding splatter and corrosion 


SPECIFICATIONS 


Nominal 

Stock No. Opening (In.) 

Throat Depth (In.) 

Nominal Rail Size (In.) 

Clamp Pressure (Lbs.) 

Nominal Spindle 
Diameter (Lbs.) 

Ship Wt 
(Lbs.) 

WELDERS SHOE CLAMP SYSTEM 

63295 8-1/2 

5-1/2 

1-3/16x9/16 

2600 

3/4 

9 

REPLACEMENT SHOE 

63299 




1.8 

6 


Spark-Duty™ L-Clamps 


















































>>PRESSURE RATING (lbs) << 


BRUTE FORCE' 


C - C L A M P S 


12.5k-40k 


A: Drop Forged Frame: USA Made Steel 
is Heat Treated For Greater Strength Under 
Heavy Load 



B: Black Oxide Coating: Spindles are treated 
to Resist Corrosion 

C: Highest Clamping Pressure: Ranging Up 
to 40,000lbs Standing Up to the Demands 
of the Heaviest Industrial Applications 


UP TO 40.000 IBS. 
OF PURI CLAMPING 

PRESSOR! 
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BRUTE FORCE' 


»PRESSURE RATING (lbs) << 


C - C 

L A 

M 


P S 


12.5k-40k 


PRIMARY USES 


• Heavy Construction 

• Bridge Building 

• Heavy Fabrication 

• Ship Building 


COMMON FEATURES 


• Drop Forged Frame: 

• Black Oxide Coating: 

• Highest Clamping Pressure: 




BRUTE FORCE” 0 SERIES 

Bridge / Boiler Clamps 

A: Highest Clamping Pressure 

Ranging Up to 40,000 lbs. Standing 
Up to the Demands of the Heaviest 
Industrial Applications 

B: Spindles 

Full Length, Machined from a 
Single Piece of Square, Cold Drawn 
Steel, Hardened and Tempered 

C: Square Spindle Head 

Stands Up to Heavy Wrench 
Tightening Use, Including Both 
Hand and Torque Wrench 


SPECIFICATIONS 


Stock 

Number Model 

Nominal 
Opening 
Capacity (In.) 

Clamp 

Throat Pressure 

Depth (In.) (Lbs.) 

Spindle 

Sizedn.) 

Ship Wt 
(Lbs.) 

BRUTE FORCE- 

O SERIES 





14518 

1 F.C. 

0- 1-3/8 

1-3/32 

5600 

7/16 

1 

14527 

1-1/2 F.C. 0-1-3/4 

1-3/16 

8750 

5/8 

2 

14536 

2 F.C. 

0 - 2-3/8 

1-7/8 

12,500 

3/4 

5 

14545 

3 F.C. 

0-3-5/16 

2-5/16 

16,250 

7/8 

7 

14554 

4 F.C. 

0-4-1/2 

2-3/4 

20,000 

1 

11 

14563 

5 F.C. 

0 - 5-1/4 

3-1/8 

23,800 

1 

14 

14572 

6 F.C. 

0 - 6-1/4 

3-3/8 

27,500 

1-1/8 

19 

14581 

8 F.C. 

0 - 8-1/2 

3-5/8 

31,250 

1-1/4 

26 

14590 

10 F.C. 

0- 10-1/4 

3-15/16 

35,000 

1-1/4 

37 

14599 

12 F.C. 

0-12-3/8 

4-1/4 

40,000 

1-1/4 

44 

BRUTE FORCE- 

100 SERIES 





14114 

102 

0-2 

1-1/2 

7,500 

9/16 

2 

14128 

103 

0-3 

2 

8,750 

5/8 

3 

14142 

104 

0-4 

2-1/4 

10,000 

3/4 

5 

14156 

106 

2-6 

2-1/2 

11,250 

3/4 

7 

14170 

108 

4-8 

2-3/4 

12,500 

3/4 

8 

14184 

110 

6-10 

2-7/8 

13,750 

3/4 

10 

14198 

112 

8-12 

2-15/16 

15,000 

3/4 

12 


Stock 

Number Model 

Nominal 
Opening 
Capacity (In.) 

Clamp 

Throat Pressure 

Depth (In.) (Lbs.) 

Spindle 

Sizedn.) 

Ship Wt 
(Lbs.) 

BRUTE FORCE- 

43 SERIES 





20601 FI 43-4 

0-4 

2-1/2 

10,000 

7/8 

5 

20602 H43-6 

0-6 

2-3/4 

11,250 

1 

7 

20603 H43-8 

2-3/16-8 

2-3/4 

12,500 

1 

8 

SUPERCLAMPS C 

11 - 48 SERIES 





21201 

0-6 

8 

2,200 

5/8 

9 

21202 

0-8 

12 

1,800 

3/4 

12 

21204 - 

0-12 

16 

1,500 

3/4 

20 


12 


Brute Force™ C-Clamps 


































PRIMARY USES 


• Heavy Construction 

• Mining and extraction 

• Machine Tool Fixtures 

• Press Work 




BRUTE FORCE-100 SERIES 

A Spindles: 

Full Length, Machined from a Single 
Piece of Square, Cold Drawn Steel, 
Hardened and Tempered 

B: Hex Head T-Handle 

Designed For Maximum 
Torque and Flexible Usage. 

Can Be Tightened by Hand Or Wrench 



High Clamp Force, Up To 15,000 Lbs. 


PRIMARY USES 


• Heavy Steel Fabrication 

• Industrial Welding 




BRUTE FORCE-43 SERIES 

A: Bronze Spindle 

Coated Spindle Resists Welding 
Spatter Extending the Life of 
the Clamp 

B: High Clamping Pressure 

Ranging Up to 12,500 lbs Standing 
Up to the Demands of the Heavy 
Industrial Welding Applications 

C: Oscillating Head 

High Quality Steel Pad is Built to 
Last and Provides Firm Gripping 
Action on Angular Surfaces 



PRIMARY USES 

• Applications Requiring Extreme Depth 



SUPERCIAMPS®-48 SERIES 

A Deep Capacity 

Designed for Up to 16" Depths 
For Unique Applications Requiring 
Added Depth 

B: Oscillating Head 

High Quality Steel Pad is Built to Last 
and Provides Firm Gripping Action on 
Angular Surfaces 



Brute Force™ C-Clamps 
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CLASSIC 

MO SEMES' 


C - C L A M P S 


A: Drop Forged: Manufactured For Greater 
Strength Under Regular Strength 
Applications 

B: ACME Rolled Spindle: Threads Provide 
Continuous Smooth Operation for Faster 
Clamping Action and Maximum Strength 

C: Black Oxide Coating: Spindles and 
PERMA-PADS® are Treated to 
Resist Corrosion 


>>PRESSURE RATING (lbs) << 


3.5k-9.5k 



WILTON'S 

Unnovative 

HUME DESIGN 
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>>PRESSURE RATING (lbs) << 


CLASSIC 

410 SOHIS' 


C - C L A M P S 


PRIMARY USES 


• Steel Fabrication 

• Industrial Maintenance 

• Production 

• Repair Operations 


3.5k-9.5k 


COMMON FEATURES 

Drop Forged Construction 
ACME Rolled Spindle 
Black Oxide Coating 



Picture is 400 Series 
with WILTON-GRIP® 


CLASSIC 400 SERIES 
DEEPTHROAT 

A: Patented Design: 

Frame Geometry Allows For 
Maximum Strength With Greater 
Throat Depth and Lower Weight 

B: PERMA-PADS®: 

Exclusive Black Oxide Coated Pad 
Swivels and Adapts to Angular 
Work Pieces For Tighter Holding 



REPLACEABLE 
PERMA-PADS 
AND SPINDLES 


SPECIFICATIONS 


Stock 

Number 

Model 

Nominal 
Opening 
Capacity (In.) 

Nominal 
Throat Rail Size 

Depth (In.) (In.) 

Clamp 

Pressure 

(Lbs.) 

Ship Wt 
(Lbs.) 

Stock 

Number 

Model 

Nominal 
Opening 
Capacity (In.) 

Nominal 
Throat Rail Size 

Depth (In.) (In.) 

Clamp 

Pressure 

(Lbs.) 

Ship Wt 
(Lbs.) 

400 SERIES 


400 SERIES HARGRAVE 

14214 

402 

0 - 2-1/8 

2-1/4 

9/16 

3500 

2 

20301 

H402 

0-2 

2 

1/2 

3,500 

2 

14228 

403 

0-3 

2-1/2 

9/16 

3500 

3 

20302 

H403 

0-3 

2-3/8 

5/8 

3,500 

2 

14242 

404 

0-4-1/4 

3-1/4 

3/4 

6200 

4 

20303 

H404 

0-4 

2-3/4 

3/4 

6,200 

3 

14256 

406 

0-6-1/16 

4-1/8 

3/4 

6600 

6 

20304 

H406 

0-6 

3-5/8 

3/4 

6,600 

5 

14270 

408 

0-8-1/4 

5 

3/4 

6900 

7 

20305 

H408 

0-8 

4-1/2 

3/4 

6,900 

9 

14284 

410 

2-10-1/8 

6 

3/4 

8000 

11 

20306 

H410 

0-10 

5-3/8 

7/8 

8,000 

11 

14298 

412 

2-12-1/4 

6-5/16 

7/8 

9300 

15 

20307 

H412 

0-12 

5-3/4 

7/8 

9,500 

14 

400 SERIES WITH WILTON GRIP® 


4400 SERIES SQUARE THROAT 

63153 

404-STG 

0-4-1/4 

3-1/4 

3/4 

6200 

4 

14350 

4404 

0-4 

4 

3/4 

4100 

5 

63154 

406-STG 

0-6-1/16 

4-1/8 

3/4 

6600 

6 

14375 

4406 

0-6 

5 

3/4 

5400 

7 

63155 

408-STG 

0-8-1/4 

5 

3/4 

6900 

7 

14400 

4408 

2-8 

6 

3/4 

5900 

11 

400 SERIES HI-VIS SAFETY 


800 SERIES STANDARD DEPTH 

14300 

402-SF 

0 - 2-1/8 

2-1/4 

9/16 

3500 

2 

14714 

802 

0-2 

1-13/16 

9/16 

2,700 

2 

14301 

403-SF 

0-3 

2-1/2 

9/16 

3500 

3 

14728 

803 

0-3 

1-15/16 

9/16 

3,000 

2 

14302 

404-SF 

0-4-1/4 

3-1/4 

3/4 

6200 

4 

14742 

804 

0-4 

2-5/16 

5/8 

3,700 

3 

14303 

406-SF 

0-6-1/16 

4-1/8 

3/4 

6600 

6 

14756 

806 

0-6 

2-15/16 

5/8 

4,500 

4 

14305 

408-SF 

0-8-1/4 

5 

3/4 

6900 

7 

14770 

808 

0-8 

3-7/16 

3/4 

5,200 

7 

14306 

410-SF 

2-10-1/8 

6 

3/4 

8000 

11 

14784 

810 

1-1/2-10 

3-3/4 

3/4 

6,000 

9 

14307 

412-SF 

2-12-1/4 

6-5/16 

7/8 

9300 

15 

14798 

812 

1-1/8-12 

3-7/8 

3/4 

8,000 

12 


Classic 400 Series™ C-Clamps 






















































CLASSIC 400 SERIES 
HI-VIS SAFETY YELLOW 

A: High Visibility Yellow 

Conforms to OSHA Safety Color 
Standard for Physical Hazards 
Regulation # 1910.144 

B: V Grooved Anvil 

Feature Allows Secure Holding of All 
Materials Including Rounds, 

Squares and Flats 




Economical Clamp with 
Non-Replaceable Spindle & Pad 


CLASSIC 400 SERIES" 
HARGRAVE 

A: Patented Design 

Frame Geometry Allows For Maximum 
Strength With Greater Throat Depth 
and Lower Weight 

B: Oscillating Head: 

High Quality Steel Pad is Built to Last 
and Provides Firm Gripping Action on 
Angular Surfaces 




Square Design Adds Up To 37% 
more depth than the Classic 400 


4400 SERIES 
SQUARETHROAT 

A Square Throat Design: 

Up to 37% More Throat Depth 
Than Standard Deep 
Throat C Clamps 

B: PERMA-PADS®: 

Exclusive Black Oxide Coated 
Pad Swivels and Adapts to Angular 
Work Pieces For Tighter Holding 




000 SERIES 
STAHDARD DEPTH 

A PERMA-PADS®: 

Exclusive Black Oxide Coated Pad 
Swivels and Adapts to Angular Work 
Pieces For Tighter Holding 

B: Replaceable Parts 

Both the Spindle and PERMA-PADS® 
are Replaceable and Can Be 
Individually Ordered 



Classic 400 Series™ C-Clamps 
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A: Drop Forged: 

Manufactured For Greater Strength Under 
Regular Strength Applications 


B: ACME Rolled Spindle: 

Threads Provide Continuous Smooth 
Operation for Faster Clamping Action 
and Maximum Strength 

C: Copper Plated: 

Spindles and PERMA-PADS® are Copper 
Plated to Provide Resistance to Welding 
Spatter and Corrosion 


SPARK-DUTY 

400 SERIES 


>>PRESSURE RATING (lbs) << 


3.5k-9.5k 
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SPARK-DUTY' 

400 SERIES 


c - c 

L A 

M 


P S 


PRIMARY USES 


• Steel Fabrication 

• Industrial Welders 


>>PRESSURE RATING (lbs) << 


3.5k-9.5k 


COMMON FEATURES 



• Drop Forged Construction 

• ACME Rolled Spindle 

• Copper Plated Spindles 


SPARK-DUTY" - 400SEP 

Advanced Gripping System 

A Serrated PERMA-PADS® 

Scored Copper Plated Pad Swivels 
and Adapts to Angular Work Pieces 
For Tighter Hold 

B: V Grooved Anvil 

Feature Allows Secure Holding of 
All Materials Including Rounds, 
Squares and Flats 


REPLACEABLE 

PERMA-PADS I 
ANDSnNDLEy 


SPECIFICATIONS 


Stock 

Number 

Model 

Nominal 
Opening 
Capacity (In.) 

Nominal 
Throat Rail Size 

Depth (In.) (In.) 

Clamp 

Pressure 

(Lbs.) 

Ship Wt 
(Lbs.) 

SPARK-DUTY 400SEP j 

15978 

402SEP 

0 - 2-1/8 

2-5/16 

9/16 

3500 

2 

15979 

403SEP 

0-3 

2-1/2 

5/8 

3500 

3 

15980 

404SEP 

0-4-1/2 

3-1/4 

3/4 

6200 

4 

15981 

406SEP 

0-6-1/16 

4-1/8 

3/4 

6600 

6 

15982 

408SEP 

0-8-1/4 

5 

3/4 

6900 

7 

15983 

410SEP 

2-10-1/8 

6 

3/4 

8000 

11 

15984 

412SEP 

2-12-1/4 

6-5/16 

7/8 

9300 

15 

SPARK-DUTY 400P 

14215 

402-P 

0-2-1/8 

2-5/8 

9/16 

3,500 

2 

14229 

403-P 

0-3 

2-1/2 

5/8 

3,500 

3 

14243 

404-P 

0-4-1/4 

3-1/4 

3/4 

6,200 

4 

14257 

406-P 

0-6-1/16 

4-1/8 

3/4 

6,600 

6 

14271 

408-P 

0-8-1/4 

5 

3/4 

6,900 

7 

14285 

410-P 

2-10-1/8 

6 

3/4 

8,000 

11 

14299 

412-P 

2-12-1/4 

6-5/16 

7/8 

9,300 

15 


Stock 

Number 

Model 

Nominal 
Opening 
Capacity (In.) 

Nominal 
Throat Rail Size 

Depth (In.) (In.) 

Clamp 

Pressure 

(Lbs.) 

Ship Wt 
(Lbs.) 

1 SPARK-DUTY 400CS HARGRAVE HI-VIS 

20479 

H402CS 

0-2 

2 

1/2 

3500 

2 

20481 

H403CS 

0-3 

2-3/8 

5/8 

3500 

2 

20483 

H404CS 

0-4 

2-3/4 

3/4 

6200 

3 

20484 

H406CS 

0-6 

3-5/8 

3/4 

6600 

5 

20485 

H408CS 

0-8 

4-1/2 

3/4 

6900 

9 

20486 

H410CS 

0-10 

5-3/8 

7/8 

8000 

11 

20487 

H412CS 

0-12 

5-3/4 

7/8 

9500 

14 


20 Spark-Duly™ 400 Series C-Clamps 








































Same Features As 400SEP 
Without Serrated Pads and 
V Grooved Anvil 


SPARK-DUTY"- 400P 

A Patented Design: 

Frame Geometry Allows For 
Maximum Strength With Greater 
Throat Depth and Lower Weight 

B: PERMA-PADS®: 

Exclusive Copper Plated Pad Swivels 
and Adapts to Angular Work Pieces 
For Tighter Holding 




Economical Welding Clamp 
With Non-Replaceable Spindle 
and Pad 


SPARK-DUTY"- 400CS 
HARGRAVE HI-VIS 

A: High Visibility Yellow 

Conforms to OSHA Safety Color 
Standard for Physical Hazards 
Regulation # 1910.144 

B: Oscillating Head 

High Quality Steel Pad is Built to 
Last and Provides Firm Gripping 
Action on Angular Surfaces 



Spark-Duty™ 400 Series C-Clamps 
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>>PRESSURE RATING (lbs) << 


CARRIAGE 


.35k-2.85k 


A: Black Oxide Coating: 

Spindles and Swivel Head are Treated to 
Resist Corrosion Extending Life 



B: Oscillating Head: 

High Quality Steel Pad is Built to Last and 
Provides Firm Gripping Action on 
Angular Surfaces 


C: Sliding Cross Pin Handle: 

Allows User To Comfortable Apply 
Desired Torque 




ORIGINAIIY 
DESIGNED 
IN 1891 
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»PRESSURE RATING (lbs) << 


CARRIAGE 


.35k-2.85k 


PRIMARY USES 


• Light Industrial 

• Home Craftsman 



Wilton's Heaviest-Duty Carriage Originally Designed in 1891 For 

Clamp Available Improved Strength to Weight Ratio 


B: Ductile Iron Frames: 

Rugged Frames Designed For 
Maximum Clamping Pressure 


SPECIFICATIONS 


Nominal Clamp Nominal Clamp 

Stock Opening Throat Pressure Spindle Ship Wt Stock Opening Throat Pressure Spindle Ship Wt 

Number Model _ Capacity (In.) Depth (In.) (Lbs.) Sizedn.) (Lbs.) Number Model _ Capacity (In.) Depth (In.) (Lbs.) Sizedn.) (Lbs.) 


540 SERIES CARRIAGE 

22001 

540A-2-1/2 

0-2-1/2 

1-3/4 

1110 

1/2 

1 

22002 

540A-3 

0-3 

1-7/8 

1800 

1/2 

2 

22003 

540A-4 

0-4 

2-1/16 

2150 

5/8 

3 

22004 

540A-5 

0-5 

2-1/2 

2250 

5/8 

3 

22005 

540A-6 

0-6 

2-3/4 

2450 

5/8 

4 

22006 

540A-8 

0-8 

3-1/4 

2750 

3/4 

5 

22007 

540A-10 

0-10 

3-5/8 

2850 

7/8 

8 

22008 

540A-12 

0-12 

3-5/8 

2850 

7/8 

8 

22009 

540A-14 

0-14 

3-3/4 

2850 

7/8 

11 

DEEP REACH CARRIAGE 

42510 

251 

0-1 

3 

350 

N/A 

1 

42520 

252 

0-2 

3-1/2 

450 

N/A 

1 

42525 

252-1/2 

0-2-1/2 

4 

600 

N/A 

1 

42530 

253 

CO 

i 

o 

4-1/2 

700 

N/A 

1 


XTRA DEEP REACH CARRIAGE i 

42450 

245 

2-1/2 

4-3/4 

1,600 

N/A 

1 

42560 

246 

2-1/2 

6-1/4 

1,600 

N/A 

1 

140 SERIES CARRIAGE j 

41411 

141C 

0-1 

1-1/16 

645 

1/4 

1 

41416 

141-1/2C 

0- 1-1/2 

1-1/2 

820 

5/16 

1 

41421 

142C 

0-2 

1-1/8 

800 

5/16 

1 

41423 

1422C 

0-2-1/2 

1-7/16 

850 

3/8 

1 

41426 

142-1/2C 

0-2-1/2 

2-1/2 

1005 

3/8 

1 

41405 

143C 

CO 

o 

2 

1430 

7/16 

1 

41406 

144C 

0-4 

2-3/4 

1535 

1/2 

2 

41407 

145C 

0-5 

3 

1225 

5/8 

3 

41408 

146C 

CD 

1 

O 

3-1/4 

1400 

5/8 

3 

41409 

148C 

o 

00 

4 

1700 

3/4 

4 
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Carriage C-Clamps 






































140 SERIES CARRIAGE 

A: Classic Design: 

Most Popular C-Clamp For Over 
50 Years 

B: Ductile Iron Frames: 

Rugged Frames Designed For 
Maximum Clamping Pressure 




DEEP REACH-CARRIAGE 

A: Deep Reach Pattern 

Provided Maximum Depth For 
Applications Requiring Increased 
Throat Capacity 

B: Ductile Iron Frames: 

Rugged Frames Designed For 
Maximum Clamping Pressure 




XTRA DEEP REACH - 
CARRIAGE 

A: Deep Reach Pattern 

Provided Maximum Depth For 
Applications Requiring Increased 
Throat Capacity 

B: Ductile Iron Frames: 

Rugged Frames Designed For 
Maximum Clamping Pressure 



Carriage C-Clamps 
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»PRESSURE RATING (lbs) « 


SUPER JUNIOR 


C - C L A M P S 


.45k-1.2k 


PRIMARY USES 


• Light-Duty Clamping 

• Pattern and Mold Making 

• Aircraft/Aerospace Industry 


COMMON FEATURES 

• Ductile Iron Frames 



Compact Design 

Zinc Plated Screw ^ 


Used Extensively in the Aircraft and 
Aerospace Industry 


SPECIFICATIONS 


Nominal Clamp 

Stock Opening Throat Pressure Spindle Ship Wt 

Number Model _ Capacity (In.) Depth (In.) (Lbs.) Sizedn.) (Lbs.) 


1 566/588 JUNIOR® 1 

22105 H566 

0- 1-1/4 

1-1/4 

450 

1/4 

8-3/4 

22115 H566N 

0- 1-1/4 

1-3/16 

550 

1/4 

11-1/2 

22116 H568N 

0 - 2-1/2 

2-5/16 

550 

3/4 

19-1/2 


566/588 Junior 

A Zinc Plated Screw: 

Steel Spindles are Treated to Resist 
Corrosion Extending Life 

B: Nylon Caps / Foot Inserts: 

Optional Feature to Protect the Work 
Surface From Marring 


I 
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Super Junior C-Clamps 
















SPECIFICATIONS 


Stock 

Number 

Model 

Nominal 
Opening 
Capacity (In.) 

Clamp 

Throat Pressure 

Depth (In.) (Lbs.) 

Spindle 

Sizedn.) 

Ship Wt 
(Lbs.) 

SUPER JUNIOR® 1 

21301 

50 

0-1 

1 

500 

- 

1 

21302 

51 

0-1 

1 - 1/2 

500 

- 

1 

21303 

52 

0 - 1 - 1/4 

1 - 1/4 

800 

- 

1 

21304 

53 

0 - 1 - 1/2 

1 - 1/2 

850 

- 

1 

21305 

54 

0-2 

1 - 1/4 

875 

- 

1 

21306 

55 

0-3 

1 - 3/8 

1100 

- 

1 

21307 

56 

0 - 2 - 1/2 

2 - 1/2 

850 

- 

1 


Super-Junior 0 

A: Zinc Plated Screw: 

Steel Spindles are Treated to Resist 
Corrosion Extending Life 

B: Forged Steel Frames: 

Heat Treated to Provide a Strong 
Weight to Strength Ratio 


Super Junior C-Clamps 
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